
Made from an 8 strand or multiplait construction the rope is designed to absorb 
shock loads while being easy to terminate. The use of polyester avoids the issues 
associated with Nylon and UV.

The preferred anchor warp when chain is used as polyester retains more strength and flexibility with time than nylon. This 
rope splices easily to chain, runs well over chain winches and out of foredeck stowage without snagging. Anchorbraid is 
the best combination for anchorwrap.

FEATURES & BENEFITS
•	 8-strand construction from 100% polyester
•	 Torsionally neutral
•	 Designed to be spliced
•	 Good extension characteristics
•	 Improved abrasion resistance
•	 Higher resistance to UV than Nylon
•	 Higher retained strength when in water

TYPICAL APPLICATIONS
•	 Anchor warps with chain
•	 Winching & lifting

TECHNICAL INFORMATION

Core

Construction 8-strand

Material Polyester

Specific Gravity 1.38

Resistance to Acid Yes

Resistance to Alkali Yes

Resistance to UV Yes

Resistance to Heat ^230°C

Extension at 50% 15%

Extension at break 25%
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8-STRAND POLYESTER
ANCHORBRAID
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2912 12 200 11.0 3,000 29120200000

2914 14 100 15.0 3,510 29140100000

2916 16 100 20.0 4,650 29160100000
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www.englishbraids.com


