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ENGLISH
BRAIDS

CONTINUOUS
CONTROL LINE

LEISURE MARINE

Continuous Control Line has been designed primarily for endless
loop splicing within the Dinghy market.

900/ 001/ 903/ W 910/ 990/
Black Neon Grey 4 Blue Rust

Reference
Diameter (mm)
Reel Length (m)
Breaking Load (kg)
2 222224

35040100900 35040100001 35040100903 i | 35040100910 35040100990
~ 35040200900 35040200001 35040200903 | 35040200910 35040200990
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The English Braids’ Continuous Control Line offers the benefits of Dyneema®’s low stretch characteristics with a light-
weight polypropylene core.

FEATURES & BENEFITS TECHNICAL INFORMATION
¢ 5 colour options
Light-weight polypropylene core
Dyneema®/polyester cover
Splices to an end-to-end loop
Low stretch
Low friction / smooth running

Core Cover
Construction 8-strand 16-plait
Material Polypropylene Dyneema/Polyester
Specific Gravity 0.91 0.97
Resistance to Acid ~ Yes Yes
Resistance to Alkali  Yes Yes
Resistance to UV Yes Yes
Resistance to Heat
Extension at Break

TYPICAL APPLICATIONS
e Dinghy control lines
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