
COMMERCIAL MARINE • SUB SEA • RENEWABLE ENERGY •  
HEAVY LIFTING • UTILITIES • WINCHING • DEFENCE

TECHNICAL INFORMATION

Core

Construction 12-strand

Material Dyneema®

Specific gravity 0.97

Resistance to acid Yes

Resistance to alkali Yes

Resistance to UV Yes

Resistance to heat ^150°C

Extension at 50% 1.5%

Extension at break 3.5%

FEATURES & BENEFITS
	¡ 12-strand construction
	¡ Protective coating
	¡ Colour coated on request
	¡ Designed to optimize breaking loads
	¡ Light weight high tenacity
	¡ Torsionally stable
	¡ Reduced manpower requirements

TYPICAL APPLICATIONS
	¡ Commercial Marine

Steelsafe ropes benefit applications where high strength with low weight is key. 

Made from Dyneema® SK75, SK78, SK99 and DM20 the ropes 
are designed primarily for subsea, offshore and industrial 
applications. Steelsafe ropes have low elongation and low energy 
storage promoting safe working practices. The coating has been 
optimised to ensure maximum longevity while protecting the rope 
from dirt ingress. The rope is available in finished assemblies or 
on reel. The specification of the product is designed to be used 
without a cover in harsh environments. 

STEELSAFE

* Preliminary Creep Result (Subject to lifecycle testing) 
** Graph shows Indicative Comparison

DYNEEMA® COMPARISON MATRIX**

DM20

Te
na

ci
ty

 In
cr

ea
se

SK99*

SK78
SK75

20
%

78%
85%

99%

Creep Reduction

Re
fe

re
nc

e

Di
a.

(m
m

)

SK75 SK78 SK99 DM20

W
ei

gh
t

(k
g/

10
0m

)

M
in

im
um

 S
pl

ic
ed

  
Br

ea
ki

ng
 L

oa
d 

(T
)

W
ei

gh
t

(k
g/

10
0m

)

M
in

im
um

 S
pl

ic
ed

  
Br

ea
ki

ng
 L

oa
d 

(T
)

W
ei

gh
t

(k
g/

10
0m

)

M
in

im
um

 S
pl

ic
ed

  
Br

ea
ki

ng
 L

oa
d 

(T
)

W
ei

gh
t

(k
g/

10
0m

)

M
in

im
um

 S
pl

ic
ed

  
Br

ea
ki

ng
 L

oa
d 

(T
)

5809 9 3.8 6.8 3.8 6.8 - - - -

5810 10 4.7 8.0 4.7 8.0 - - - -

5811 11 5.6 10.6 5.6 10.6 - - - -

5812 12 6.7 12.1 6.7 12.1 - - - -

5814 14 9.2 14.2 9.2 14.2 - - - -

5816 16 15.2 23.9 15.2 23.9 - - - -

5818 18 19.9 31.4 19.9 31.4 19.9 37.3 19.9 27.3

5820 20 23.9 41.0 23.9 41.0 23.9 44.9 23.9 32.8

5822 22 29.6 44.4 29.6 44.4 29.6 52.8 29.6 38.6

5824 24 31.8 48.7 31.8 48.7 31.8 58.0 31.8 42.4

5826 26 39.1 59.2 39.1 59.2 39.1 70.5 39.1 51.5

5828 28 43.4 64.1 43.4 64.1 43.4 76.3 43.4 55.8

5830 30 52.1 76.6 52.1 76.6 52.1 91.1 52.1 66.6

5832 32 57.9 84.6 57.9 84.6 57.9 101.0 57.9 73.6

5834 34 63.6 91.1 63.6 91.1 63.6 108.0 63.6 79.2

5836 36 69.4 97.8 69.4 97.8 69.4 116.0 69.4 85.0

5838 38 80.3 110.0 80.3 110.0 80.3 131.0 80.3 95.5

5840 40 86.6 120.0 86.6 120.0 86.6 143.0 86.6 104.0

5844 44 110.5 139.0 110.5 139.0 110.5 165.0 110.5 121.0

5848 48 121.5 160.0 121.5 160.0 121.5 191.0 121.5 139.0

5852 52 147.5 193.0 147.5 193.0 147.5 230.0 147.5 168.0

5856 56 164.9 214.0 164.9 214.0 164.9 254.0 164.9 186.0

5860 60 190.9 243.0 190.9 243.0 190.9 289.0 190.9 212.0

5864 64 217.0 272.0 217.0 272.0 217.0 324.0 217.0 237.0

5868 68 243.0 301.0 243.0 301.0 243.0 358.0 243.0 262.0

5872 72 277.7 342.0 277.7 342.0 277.7 406.0 277.7 297.0

5876 76 303.7 371.0 303.7 371.0 303.7 442.0 303.7 323.0

5880 80 338.4 412.0 338.4 412.0 338.4 490.0 338.4 358.0

5888 88 416.6 504.0 416.6 504.0 416.6 600.0 416.6 438.0

5896 96 494.7 597.0 494.7 597.0 494.7 710.0 494.7 519.0

MADE TO ORDER                            

ENGLISH BRAIDS LIMITED • SPRING LANE • MALVERN • WORCESTERSHIRE WR14 1AL T: +44 (0)1684 892222 • E: sales@englishbraids.com

www.englishbraids.com


